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Overcurrent Relays

Time-current Characteristics

A wide variety of time current characteristics is available for overcurrent relays. The name assigned to an overcurrent

relay indicates its time-current characteristic as described below



Instantaneous Overcurrent Relay

 An instantaneous relay operates instantly without any intentional time delay when the current exceeds it s pick-up

value.

 As the name suggests, this relay operates instantaneously, that is, without an intentional time delay. However, in

practice, no relay can operate instantaneously, that is, in zero time. Therefore, a relay that operates within 20 to 40

ms is known as instantaneous relay

 The operating time is constant, irrespective of the magnitude of the current

 There is no intentional time-delay

 It operates in 0.1s or less

 Application: Used for high-level short circuits detection, such as in generators and transformers, where immediate

disconnection is critical to prevent damage

Types of Overcurrent Relays

With their time-of-operation classified into Instantaneous, Definite Time, and Inverse Time (including Normal,

Very and Extremely Inverse) types



Definite-time delay Overcurrent Relay

 A definite-time overcurrent relay operates after a after a definite period of time when the current exceeds 

its pick-up value 

 The operating time is constant, irrespective of the magnitude of the current above the pick-up value. 

 The desired definite operating time can be set with the help of an intentional time-delay mechanism 

provided in the relaying unit.

 Application: Used in feeder protection, Essential for

coordination in systems with multiple relays, ensuring

selective tripping and preventing nuisance trips from

temporary overloads.



Normal Inverse-time Overcurrent Relay

 An inverse-time overcurrent relay operates when the current exceeds its pick-up value.

 The operating time depends on the magnitude of the operating current. 

 The operating time decreases as the fault current increases

 Application: Normal Inverse: Ideal for Protecting systems with variable loads

 Used in general industrial and utility systems where selective operation is needed.



Inverse Definite Minimum Time Overcurrent (I.D.M.T.) Relay

 This type of a relay gives an inverse-time current characteristic at lower values of the fault current and definite-time 

characteristic at higher values of the fault current

 Generally, an inverse-time characteristic is obtained if the value of the plug setting multiplier(PSM) is below 10. For 

values of Plug setting multiplier between 10 and 20, the characteristic tends to become a straight line i.e towards the 

define time characteristic

 Applications 

 ID.M.T. relays are widely used for protection of distribution lines. Such relays have a provision for current and time 

settings

 System Coordination: Their unique operating characteristic is crucial for coordinating with other protection devices 

in the power system to ensure that faults are cleared in a selective and timely manner.



Very Inverse-time Overcurrent Relay

 A very inverse-time overcurrent relay gives more inverse characteristic (I.e. steeper) than that of a plain inverse relay

or the I.D.M.T. relay.

 Its time-current characteristic lies between an I.D.M.T. characteristic and extremely inverse characteristic

 The very inverse characteristic gives better selectivity than the I.D.M.T. characteristic. Hence, it can be used where 

an I.D.M.T. relay fails to achieve good selectivity

Applications 

 Very inverse time-current relays are recommended for the cases where there is a substantial reduction of fault current

as the distance from the power source increases. They are particularly effective with ground faults because of their

steep characteristic.

 Very/Extremely Inverse: Ideal for protecting motors, cables and other equipment sensitive to overheating from

prolonged faults.



Extremely Inverse-time Overcurrent Relay

 An extremely inverse time overcurrent relay gives a time-current characteristic more inverse than that of the very 

inverse and I.D.M.T. relays.

 i.e. More steeper than Very Inverse relays (Slowest response for the relatively low current levels, but fast actions for 

extremely higher current)

 When I.D.M.T. and very inverse relays fail in selectivity, extremely inverse relays are employed. 

 I.D.M.T. relays are not suitable to be graded with fuses

Enclosed fuses have time-current characteristics according to the law   I ³·⁵ *t = K

The electromagnetic relay which gives the steepest time-current characteristic is an extremely inverse relay. 

The time-current characteristic of an extremely inverse relay is law   I ². t = K .

its characteristic is not good enough to be graded with fuses. But the best that can be done with electromagnetic relay is 

to use extremely inverse relays to grade with fuses



An extremely inverse relay is very suitable for the protection of machines against overheating.

The heating characteristics of machines and other apparatus is also governed by the law I ². t = K

Hence, this type of relays are used for the protection of alternators, power transformers, earthing

transformers, expensive cables, railways trolley wires, etc.

The rotors of large alternators maybe overheated if an unbalanced load or fault remains for a longer

period on the system. In such a case, an extremely inverse relay, in conjunction with a negative sequence

network is used. By adjusting the time and current settings, a suitable characteristic of the relay is obtained for a

particular machine to be protected



A relay should not operate on momentary overloads. But it must operate on sustained short circuit current. For

such a situation, it is difficult to set I.D.M.T. relays.

An extremely inverse relay is quite suitable for such a situation. This relay is used for the protection of

alternators against overloads and internal faults. It is also used for reclosing distribution circuits after a long outages.

After long outages, when the circuit breaker is reclosed there is a heavy inrush current which is comparable to a

fault current. An I.D.M.T. relay is notable to distinguish between the rapidly decaying inrush current of the load and the

persistent high current of a fault. Hence, an I.D.M.T. relay trips again after reclosing

But an extremely inverse relay is able to distinguish between a fault current and inrush current due to its

steep time-current characteristic. Therefore an extremely inverse relay is quite suitable for the load restoration

purpose



Calculation of Tripping Time:

IEC 60255 Tripping Curves

Equation for trip time:

t = tripping time in (S)

Is is the relay pick-up current setting.

I is the actual current i.e fault (actual) 

secondary CT current (A)

TMS = time multiplier setting

k and α are the curve type constants. 

See the table below

The IEC 60255 standard defines four standard current time characteristics – standard inverse (SI), very inverse 

(VI), extremely inverse (EI) and long-time inverse.

Each characteristic can be calculated from

Curve type/ Inversity α K

Standard Inverse(Normal 

Inverse(3.0))
0.02 0.14

Normal Inverse(1.3) 0.02 0.061

Normal Inverse(0.6) 0.02 0.028

Very Inverse 1.0 13.5

Extremely Inverse 2.0 80

Long-time Inverse 1.0 120

Equation constants/Degree of Inversity of the Characteristic

For definite-time characteristic, the value of α = 0



Calculation of Tripping Time:

IEC 60255 Tripping Curves



IEC 60255 Tripping Curves



Technique to Realise  Various Time-current Characteristics Using Electromechanically  Relays 

The operating time of all over current relays tends to become asymptotic (Straight Line) to a definite minimum 

value with increase in the value of current. This is inherent in electromagnetic relays due to saturation of the 

magnetic circuit. So by varying the point of saturation different characteristics are obtained; these are:

Characteristics of various overcurrent relays: 

(a) definite time ;( b) Inverse definite minimum time (IDMT).

(c) Very inverse   (d) extremely inverse

Multiples of plug setting

If the core is designed to saturate at the pick-up value of the current, the relay

gives a definite time-characteristic. If the core is designed to saturate at a later

stage, an I.D.M.T. characteristic is obtained. If the core saturates at a still later

stage, a very inverse characteristic is obtained. If the saturation occurs at a very

late stage, the relay gives an extremely inverse characteristic.



Time-current curve setting – controls 

initial disk position (time-dial 

setting)

Pickup current setting – taps in relay 

current coil



Current (plug) pick-up setting – taps in relay current coil

Pick-up current: It is the minimum current in the relay coil at which the relay starts to operate

Current setting is usually achieved by the use of tappings on the relay operating coil. The taps are brought out to a plug

setting bridge as shown in above Fig.

The plug bridge permits to alter the number of turns on the relay coil. This changes the torque on the disc and hence the

time of operation of the Relay Timing Circuit.

The values assigned to each tap are expressed in terms of percentage full-load rating of C.T. with which the relay is

associated and represents the value above which the disc commences to rotate and finally closes the trip circuit

This adjusts the setting current by means of a plug bridge, which varies the effective turns on the upper electromagnet



For example, suppose that an overcurrent relay having current setting of 125% is connected to a supply circuit

through a current transformer of 400/5. The rated secondary current of C.T. is 5 amperes. Therefore, the pick-up value

will be 25% more than 5 A i.e. 5 x 1.25 = 6.25 A.

It means that with above current setting, the Relay Timing Circuit will actually operate for a relay coil current 

equal to or greater than 6.25 A.

An over current relay which is used For Phase to phase fault protection can be set at 50% to 200% of rated 

current in steps of 25%. The usual current rating of this relay is 5A

The relay which is used for the protection against ground fault (Earth Fault relay) settings usually range from 

and 10% to 80% in steps of 10%. The current rating of an earth-fault relay is usually 1A 



Plug-setting multiplier (P.S.M.): It is the ratio of fault current in relay coil to the pick-up current i.e.

Plug-setting multiplier represents the number of times the relay current is in excess of the current setting

PSM = Current injected in relay coil (secondary current of CT) / Relay Current Setting 

Or

PSM = Primary current during fault i.e. Fault current  / (Relay Current Setting * C.T ratio)



Time Setting

A relay is generally provided with control to adjust the time of operation. This adjustment is known as time-

setting multiplier. The time-setting dial is calibrated from 0 to 1 in steps of 0.05 sec (see Fig.).

These figures are multipliers to be used to convert the time derived from time/P.S.M. curve into the actual operating time.

Thus if the time setting is 0.1 and the time obtained from the time/P.S.M. curve is 3 seconds, then actual relay operating

time = 3 x 0.1 = 0.3 second.

The time multiplier setting: This adjusts the operating time at a given multiple of setting current, by altering by 

means of the torsion head, the distance that the disk has to travel before contact is made.

Time-current curve setting – controls initial disk position (time-dial setting)



Time Setting

Effect of Time-setting

By reducing the time multiplier, the characteristic is shifted to lower side, indicating that operating time is 

reduced 

Time dial shifts curve up / down (slower / faster)

Different TMS is obtained by varying the travel of the disc or cup required to close the contact, The time of

operation is controlled by adjusting the amount of travel of the disc ( angular distance travel of the disc) from its reset

position to its pickup position. This is achieved by the adjustment of the position of a movable backstop which controls

the travel of the disc and thereby varies the tune in which the relay will close its contacts for given values of fault current.

A so-called “time dial” with an evenly divided scale provides this adjustment.



Time/P.S.M. Curve:

The horizontal scale is marked in terms of plug-setting multiplier and represents the number of times the relay 

current is in excess of the current setting. The vertical scale is marked in terms of the time required for relay operation. 

If the P.S.M. is 10, then the time of operation (from the curve) is 3 seconds. The actual time of operation is obtained 

by multiplying this time by the time-setting multiplier

Curve between time of operation and plug setting multiplier of a typical relay



Inverse Characteristics of 

induction disc relay on log 

scale 



Relay is connected to a 400/5 current transformer and set at 150%. With a primary fault current of 2400 A, be calculated the

plug-setting multiplier

Solved Numerical 1



Solve for the Plug setting multiplier of a 5A, 2.2 sec over current relay having a plug setting PS=200%.

The supply CT is rated 400:5A and the fault current is 12000A.

(Note- 2.2 sec operation at 20 time the current plug setting, assuming TMS=1

Solved Numerical 2



Determine the time of operation of an IDMTL relay rating 5A, 2.2sec and having a plug setting PS= 125% ,

and TMS=0.6. It is connected to a supply circuit through a C.T of 400/5 ratio. The fault current is 4000A.

Now we can find the operating time of the relay in following methods 

Solved Numerical 3



Directly from characteristics of the relay as shown in Fig 

The operating time of the relay top from figure: top= 1.9secs (approx.) for TMS=0.6 & PSM=8 



For PSM = 8 , the operating Time of relay is = 3.3 sec at T.M.S = 1

The operating time of the relay for PSM=8 and TMS =0.6 is

=  ((operating time for TMS = 1) * 0.6 TMS)

= 3.3Sec*0.6

= 1.9 secs

When TMS=1



PSM 2 4 5 8 10 12 16 20

Operating time in seconds 10 5 4 3.4 3 2.8 2.5 2.2

An earth fault develops at point F on the feeder and the fault current is 16000 A. The IDMT relays at

points A and B are fed via 800/5 A CTs: The relay at B has a plug setting of 125% and time to multiplier setting

(TMS) of 0.2. The circuit breakers take 0.20s to clear the fault, and the relay error in each case is 0.15s. For a

plug setting of 200% on the relay A, Examine the minimum TMS on that relay for it not to operate before the

circuit breaker at B has cleared the fault. The relay operating time characteristics of relay at various PSM are

given in the below Table.

Solved Numerical 4



The primary current in both relays is 16,000 A

CT ratio = 800/5 = 160

Thus secondary current  = Primary current / CT ratio

= 16,00/160 = 100 A

For relay at B,

Current setting = 125% of 5 A = 1.25 x 5 A= 6.25 A

PSM = Secondary current/ Relay current setting 

= 100/6.25 = 16

From the above table operating time at PSM of 16 for a TMS of 1 = 2.5 secs

Since TMS of relay at B = 0.2

Operating time of B = 0.2 x 2.5 s = 0.50 s 

Discrimination time for breaker at B + twice relay error

= 0.20 + 2 x 0.15 = 0.50 s

This is because one relay may run rapidly while the second runs slowly. moreover, the relay at A does not reset until the breaker at B has

interrupted the fault current. Any overshoot of the relay A has been neglected.

Hence time for relay at A = operating time for B + discrimination time

= 0.50 s + 0.50 s = 1.00 S



Secondary current in A = 100 A 

For relay at A, current setting = 200% of 5 A

= 2 x 5 A = 10 A

Thus, PSM  = 100/10 = 10 

From the Table, the operating time at PSM of 10 for a TMS of 1 =3.0 s.

But actual time required = 1.00 s 

Hence required TMS for relay at A = 1.00/3.0= 0.33 

i.e., the minimum value of TMS of relay at A must be 0.33.



Two relays R1 and R2 are connected in two sections of a feeder as shown in below Fig. CTs are of ratio

1000/5 A. The plug setting of relay R1 is 100% and R2 is 125%. The time multiplier setting of the relay R1 is 0.3.

The time grading scheme has a discriminative time margin of 0.5 s between the relays. A three-phase short circuit

at F results in a fault current of 5000 A. Examine the actual operating times of R1 and R2. Examine the time

multiplier setting (TMS) of R2. The relay operating time characteristics of relay at various PSM are given in the

below Table

PSM 2 4 5 8 10 12 16 20

Operating time in seconds 

For T.M.S = 1
10 5 4 3.4 3 2.8 2.5 2.2

Solved Numerical 5



CT secondary current =5000 x (5 / 1000)= 25 A

Relay R1

Plug setting = 100%

Current setting = 5 A

PSM = Secondary current / Relay current setting = 25/5

Operating time of the relay at PSM of 5 and TMS of 1 from the table is = 4 seconds.

Since TMS of the relay R1 is 0.3, the actual operating time of the relay = 0.3 x 4 = 0.3 x 4 = 1.2 seconds

Relay R2

Plug setting = 125%

Relay current setting = 125% of 5 A = 1.25 x 5 = 6.25 A

PSM = Secondary current / Relay current setting = 25/6.25 =4

Operating time at PSM of 4 and TMS of 1 from the table is 5 seconds



Actual operating time of R2 = Operating time of R1 + time grading margin

= 1.2 + 0.5

= 1.7 seconds

Hence, TMS = 1.7/5 = 0.34



Overcurrent relays have to play dual roles of both primary and backup protection. For example, in a radial

distribution system, there may be more feeders downstream. If the downstream fuse or relay R1or circuit breaker fails to

detect the fault and/or isolate the equipment, upstream relays/CBs R2 have to be opened.

Protection of Radial Feeder

In radial feeder, the power flows in one direction only, which is from source to load. This type of feeders can easily 

be protected by using either definite time relays or inverse time relays

OVERCURRENT PROTECTIVE SCHEMES

Overcurrent protective schemes are widely used for the protection of distribution lines. A radial feeder may be 

sectionalized and two or more overcurrent may be used, one relay for the protection of each section of the feeder, as shown in 

below fig.

For proper selectivity of the relays, one of the following schemes can be employed, depending on the system conditions.

(i) Time-graded system

(ii) Current-graded system

(iii) A combination of time and current grading



Time-Graded Systems:

Overcurrent Protective Schemes

 In this scheme, definite-time delay overcurrent relays are used. 

 The operating time of the relays is adjusted in increasing order from the far end of the feeder

Fig. Time-graded overcurrent protection of a feeder



Current-Graded Systems:

 In a current-graded scheme, the relays are set to pick-up at progressively higher values of current towards 

the source. 

 The relays employed in this scheme are high set (high speed) instantaneous overcurrent relays. 

 The operating time is kept the same for all relays used to protect different sections of the feeder

Consequently, to obtain proper discrimination relay are set to

protect only a part of the feeder, usually about 80% , since above

scheme cannot protect the entire feeder, it is not used alone, it

may be used in conjunction with I.D.M.T. relays,

Instantaneous overcurrent protection of a feeder



Combination of Time And Current Grading Systems:

 This scheme is widely used for the protection of distribution lines. ID.M.T. relays are employed in this scheme. 

 They have the combined features of current and time-grading.

 I.D.M.T. relays have current as well as time setting arrangements.

 The current setting of the relay is made according to the fault current level of the particular section to be protected. 

 The relays are set to pickup progressively at higher current levels, towards the source. 

 Time setting is also done in a progressively increasing order towards the source. 

 The difference in operating times of two adjacent-relays is kept 0.5s.

Though I.D.M.T. relays are widely used for the protection of

distribution systems and some other applications, in certain situations

very inverse and extremely inverse relays are used instead of I.D.M.T.

relays, has already discussed

Combined instantaneous and I.D.M.T. protection



NON-DIRECTIONAL OVER-CURRENT OR EARTH-

LEAKAGE (INDUCTION TYPE) RELAY

Torque Equation of an Induction Disc Relay 

Let and ɸ1 and ɸ2 be the two fluxes at a phase difference of θ and which produce

eddy currents iɸ1 and iɸ2 in the disc.

where F is net force due to interaction between ɸ2 and ɸ1 . F1 is force due to

interaction between ɸ1 and ɸ2 .



Reverse Power or Directional Relay 

The basic protection employed in such systems are use of reverse power

relays, Used in systems with multiple power sources, which are used

basically, to protect the grid from the faulty generators operating as

motors.

Reverse power protection is applicable when generators run in parallel with the grid to ensure uninterrupted

power to essential loads and to protect against the failure of the prime mover. Should this fail then, the generator would

motor by taking power from the system and could aggravate the failure of the mechanical drive

‘Ø’ is the angle between current and voltage, then 

under normal direction of load flow -90° <  Ø < 90°

And in case of reversed power flow +90° <  Ø < 270°



Principle of Measurements

Active-power flowing through a part of an electric circuit is given by P= VI CosØ, where Ø is a phase angle between I and V

The reactive power is given by VI sin Ø  Referring to Fig

For 270° < Ø < +90°, Cos Ø is positive, hence real power P is Positive. i.e. Normal direction of  load flow -90° < Ø < 90°

For Ø = 90° and 180°, real power P is zero.

For + 90° <Ø < + 270° real power P is negative 

i.e. case of reversed power flow +90° < Ø < + 270°

The voltage coil of the directional relay is supplied from secondary of 

voltage transformer. The current coil is supplied from the secondary of 

current transformer

Reverse Power or Directional Relay 

Therefore the power flow can be sensed by sensing the magnitude and sign 

of VI CosØ.



Figure a. Angle between Voltage and 

Current Waveforms under Normal 

Conditions

Figure b. Angle between Voltage 

and Current Waveforms under 

Fault Conditions

The Directional Element (67) receives Reference voltage Vref from the VT on the bus, Current is measured by the CT in the

protected Line, in normal operation the phase angle of the current may be upto say 20deg Lag, but if the direction of the

current flow reverses, then the phase angle will change by 180deg, this very large difference is easy to relay to detect and

activate the directional element



Induction Type Directional Power Relay Construction & Working

The directional overcurrent relay incorporates a directional unit which responds to

power flow in a specified direction. The directional relay senses the direction of power

flow by means of a phase difference (Ø) between voltage (V) and current (I). When Ø

exceeds a certain predetermined value and the current is above the pick-up value, the

directional overcurrent relay operates. The directional relay is a double actuating

quantity relay with one input as current I from CT and the other input as voltage V from

VT.

Construction

The lower electromagnet has a separate winding (called current coil) connected to the

secondary of C.T. in the line to be protected. The current coil is provided with a

number of tappings connected to the plug-setting bridge (not shown for clarity). This

permits to have any desired current setting. The restraining torque is provided by a

spiral spring. The spindle of the disc carries a moving contact which bridges two fixed

contacts when the disc has rotated through a pre-set angle. By adjusting this angle, the

travel of the moving disc can be adjusted and hence any desired time-setting can be

given to the relay



Induction Type Directional Power Relay

Working

The two fluxes are produced by the two quantities for the production of torque. Let the two

fluxes be Φ1 and Φ2. The current in the potential coil lags behind the applied voltage V nearly

by 90°. Hence the flux Φ1 produced by the potential coil also lags behind the applied voltage.

While the flux Φ2 produced by the current coil will be in phase with the line current. The

torque produced on the disc is due to the interaction of eddy currents with the flux imposed

by the potential and current coils and it is called driving torque. The driving torque is given

by,
T ∝ Φ1 Φ2 sin α

Since, Φ1 ∝ V, Φ2 ∝ I and α = 90° - θ

T ∝ V I sin (90° - θ)

T ∝ V I cos θ (power in the circuit)

It is clear that the direction of driving torque on the disc depends upon the direction of power

flow in the circuit to which the relay is associated. When the power in the circuit flows in the

normal direction, the driving torque and the restraining torque (due to spring) help each other

to turn away the moving contact from the fixed contacts. Consequently, the relay remains

inoperative. However, the reversal of current in the circuit reverses the direction of driving

torque on the disc. When the reversed driving torque is large enough, the disc rotates in the

reverse direction and the moving contact closes the trip circuit. This causes the operation of

the circuit breaker which disconnects the faulty section.



Induction disc type directional relay
Induction cup type directional relay

(a) Phasor diagram for directional relay

(b) Connection of current coil for reverse power relay

Phasor diagram for directional relay connections: 

(a) For 30deg connection (b) For 90deg connection

In case of electromagnetic directional overcurrent relays,

discrimination is affected when voltage drops down to very low

values under fault conditions.



DIRECTIONAL OVERCURRENT RELAY 

T α V*Ι*Sin (Φ+θ),

Maximum torque occurs when Sin(θ+Φ) is a maximum i.e., when (θ+Φ) =90°,

the condition shown by the dotted line in above Fig.

Zero torque will occur when sin(θ+Φ)= 0 i.e., (θ+Φ)= 0 or 180° this being

satisfied when the relay current phasor lies along the chain dotted line which is at

right angles to the maximum torque line



Protection of Parallel feeders 

Where continuity of supply is particularly necessary, two parallel feeders may be installed. If a fault occurs

on one feeder, it can be disconnected from the system and continuity of supply can be maintained from the other

feeder.

The parallel feeders cannot be protected by non-directional overcurrent relays only. It is necessary to use

directional relays also and to grade the time setting of relays for selective tripping

Symbols indicating the various type of relays



Protection of Parallel feeders 

Fig. shows the system where two feeders are connected in parallel between the generating station and the sub-

station. The protection of this system requires that

(i) Each feeder has a non-directional overcurrent relay at the generator end. These relays should have inverse-time

characteristic.

(ii) Each feeder has a reverse power or directional relay at the sub-station end. These relays should be instantaneous type

and operate only when power flows in the reverse direction i.e. in the direction of arrow at P and Q.



Protection of Parallel feeders 

Suppose an earth fault occurs on feeder 1 as shown in Fig. It is desired that only circuit breakers at A and P should

open to clear the fault, whereas feeder-2 should remain intact to maintain the continuity of supply.

The above arrangement accomplishes this job. The shown fault is fed via two routes, viz.

(a) Directly from feeder 1 via the relay A

(b) From feeder 2 via B, Q, sub-station and P

Therefore, power flow in relay Q will be in normal direction but is reversed in the relay P. This causes the opening of circuit

breaker at P. Also the relay A will operate while relay B remains inoperative. It is because these relays have inverse-time

characteristics and current flowing in relay A is in excess of that flowing in relay B. In this way only the faulty feeder is

isolated.



However, this requires more cabling and is not always economical. The fault current also tends to increase due 

to use of two cables

Radial distribution system with parallel feeders



Advantages

Essentially, meets the requirements of two alternative feeds to give 100% continuity of supply, whilst saving in

cabling/copper compared to parallel feeders.

Disadvantages

For faults at T1, fault current is fed into fault via two parallel paths effectively reducing the impedance from the

source to the fault location, and hence the fault current is much higher compared to a radial path. The fault currents in

particular could vary depending on the exact location of the fault.

Protection must therefore be fast and discriminate correctly, so that other consumers are not interrupted. The above

case basically covers feeder failure, since cable tend to be the most vulnerable component in the network.

The Ring main system, which is the most favored, then came into

being, Here each consumer has two feeders but connected in

different paths to ensure continuity of power, in case of conductor

failure in any section

A Ring main distribution system



Protection of  Ring main system

In this system, various power stations or sub-stations are interconnected by alternate routes, thus forming a

closed ring. In case of damage to any section of the ring, that section may be disconnected for repairs and power will be

supplied from both ends of the ring, thereby maintaining continuity of supply

Above Fig. shows the single line diagram of a typical ring main system consisting of one generator G

supplying four sub-stations S1, S2, S3 and S4. In this arrangement, power can flow in both directions under fault

conditions. Therefore, it is necessary to grade in both directions round the ring and also to use directional relays.



Protection of  Ring main system

In order that only faulty section of the ring is isolated under fault 

conditions, the types of relays and their time settings should be as 

follows : 

(i) The two lines leaving the generating station should be

equipped with non-directional overcurrent relays (relays at A

and J in this case).

(ii) At each sub-station, reverse power or directional relays should

be placed in both incoming and outgoing lines (relays at B, C,

D, E, F, G, H and I in this case).

There should be proper relative time-setting of the relays. As an example, going round the loop GS1 S2 S3 S4G ; the outgoing 

relays (viz at A, C, E, G and I) are set with decreasing time limits e.g. A = 2·5 sec, C = 2 sec, E = 1·5 sec G = 1 sec and I = 0·5 

sec 

Similarly, going round the loop in the opposite direction (i.e. along G S4 S3 S2 S1 G), the outgoing relays (J, H, F, D 

and B) are also set with a decreasing time limit e.g. J = 2·5 sec, H = 2 sec, F = 1·5 sec, D = 1 sec, B = 0·5 sec. 



EARTH-FAULT PROTECTION(Called Ground protection in USA)

When the fault current flows through earth return path, the fault is called Earth Fault. Other faults which do not

involve earth are called phase faults. Since earth faults are relatively frequent, earth fault protection is necessary in most

cases. When separate earth fault protection is not economical, the phase relays sense the earth fault currents. However such

protection lacks sensitivity. Hence separate earth fault protection is generally provided. Earth fault protection senses earth

fault current: Following are the method of earth fault protection.

Earth Fault

Earth Fault is an inadvertent fault between the live conductor and the earth. When earth fault occurs, the electrical system

gets short-circuited and the short-circuited current flows through the system. The fault current returns through the earth or

any electrical equipment, which damages the equipment. It also interrupts the continuity of the supply and may shock the

user. To protect the equipment and for the safety of people, fault protection devices are used in the installation.



CONNECTIONS OF CT'S FOR EARTH-FAULT PROTECTION

Residually connected Earth-fault Relay Referring to below Fig.

In absence of earth-fault the vector sum of three line currents is zero. Hence the vector sum of three secondary currents

is also zero.

The sum is called a residual current IRS



Earth Fault Protection

Various Earth fault protective schemes

An earth fault relay may be energized by a residual current. As shown in Fig. 5.17(a), ia, ib and ic are currents in the secondary

of CTs of different phases. The sum (ia+ib+ic) is called residual current. Under normal conditions the residual current is zero.

When an earth fault occurs, the residual current is non-zero. When it exceeds pick-up value, the earth fault relay operates.

Figure 5.17(b) and 5.17(c) show an earth fault relay used for the protection of transformer and an alternator, When an earth

fault occurs, zero-sequence current flows through the neutral. It actuates earth fault relay

Figure 5.17(d) shows the connection of an earth fault relay using a special type of CT known as a core-balance CT, which

encircles the three-phase conductors



Phase Fault Protection

Three overcurrent relays

Combined Earth Fault and Phase Fault Protective Scheme 

 Two overcurrent relay for three phase and

one earth fault relay in neutral

 In Normal Operation addition of three line

current is zero. If there is earth fault, earth

fault relay carries the current and its operate

 In case of Phase to Phase fault, any two line

current increase. Thus one of the two phase

fault relays operate and protects the system



Restricted Earth Fault Protection Scheme

When an external fault F1 occurs in the network, I1 and I2 flow through the secondary side of the CTs. The

resultant of I1 and I2 will be zero. However, if an internal fault F2 occurs inside the protective zone, only I2 flows and I1 is

neglected. The resultant current I2 passes through the earth fault relay, which senses the fault current and protects the

restricted portion of winding. The fault current is approximately 15% more than the rated winding current. To avoid the

magnetizing inrush current, the stabilizing current must be in series with the relay.

Let us consider a star winding transformer, which is protected by a Restricted Earth Fault (EFR)

Protection with the Earth Fault Protection protecting device as shown in the figure below. The following image shows the

Earth Fault Protection with EFR.



Directional Earth Fault Relay

Neutral point is not available If the neutral of an alternator or transformer is grounded

Residual current : The sum of the three phase currents on a three-phase circuit. The current that flows in the neutral return 

circuit of three wye-connected current transformers is residual current Residual 

Residual Voltage: The sum of the three line-to-neutral voltages on a three-phase circuit



With the advent of transistors, operational amplifiers etc, solid state relays were developed

These relays contain electronic circuits which may include transistors, IC, diodes and other electronic components. Their

functionality is through various operations like comparators, comparator circuit in the relay which compares two or more

currents or voltages and gives an output which is applied to either a slave relay or a thyristor circuit.

The slave relay is electromagnetic relay which finally closes the contact.

Major  advantages are

 They provide more flexibility and have less power consumption than their electromechanical counterpart.

 Low burden on CT. and P.T.. CT burden is about one tenth, thereby a smaller CT can be employed

 Self checking facility. i.e. the relays can monitor their own health and raise a flag or alarm if its own component fails

 Fast in action and high sensitivity 

 Improved dynamic performance characteristics (Wide range of Characteristics are achieved). 

 High seismic withstand capacity.(To Vibrations)

 Require Less maintenance, Reduced panel space.

Static Relays



The Demerits of static relays are as follows:

 Static relays are temperature sensitive. Their characteristics may vary with the variation of temperature and ageing.

Temperature compensation can be made by using thermistors and by using digital techniques for measurements, etc.

 Static relays are sensitive to voltage transients. The semiconductor components may get damaged due to voltage spikes.

Filters and shielding can be used for their protection against voltage spikes.

 The reliability is less because it consist of large number of components and relay have low short time over load capacity.

 Static relays need an auxiliary power supply. This can however be easily supplied by a battery or a stabilized power

supply.

Static relays have been now superseded by the microprocessor based relays or numerical relays.
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BLOCK DIAGRAM OF AN STATIC INSTANTANEOUS OVER CURRENT RELAY

 The block schematic diagram of the static instantaneous overcurrent relay is shown in Fig. 5.22. The current derived from the

main CT is fed to the input transformer which gives a proportional output voltage.

 The input transformer has an air gap in the iron core to give linearity in the current/voltage relationship up to the highest value

of current expected, and is provided with tappings on its secondary winding to obtain different current settings.

 The output voltage of the transformer is rectified through a rectifier and then filtered at a single stage to avoid undesirable time

delay in filtering so as to ensure high speed of operation.

 A limiter made of a zener diode is also incorporated in the circuit to limit the rectified voltage to safe values even when the

input current is very high under fault conditions. A fixed portion of the rectified and filtered voltage (through a potential

divider) is compared against a preset pick-up value by a level detector and if it exceeds the pick-up value, a signal through an

amplifier is given to the output device which issues the trip signal. The output device may either be a static thyristor circuit or

an electromagnetic slave relay

STATIC INSTANTANEOUS OVER CURRENT RELAY



Static Definite Time Overcurrent Relay

 The operating time of a definite time overcurrent relay is constant, irrespective of the level of the fault current. In this case, an

intentional time delay is introduced through a timing circuit.

 The input current signal derived from the main CT is converted to a proportional voltage signal by the input transformer and

then rectified, filtered and compared with the preset threshold value of the level detector(1).

 If the voltage exceeds the preset threshold value, the level detector gives an output voltage, thereby the charging of the

capacitor C of the RC timing circuit starts. As soon as the voltage across the capacitor exceeds the preset threshold value (VT)

of level detector (2), a signal through the amplifier is given to the output device which issues the trip signal.

 Potentiometers P1 and P2 are used for current setting and time setting, respectively.

Block diagram of a definite time 

overcurrent relay



Static Inverse-Time Overcurrent Relay

 The current signal is converted to a proportional voltage signal by the input transformer and then rectified, filtered and compared with a

reference voltage of the level detector (1) set by the potentiometer P1.

 Under normal conditions, i.e. when the input current is low, switch S1 is ON, short circuiting the capacitor C of the RC timing circuit and

switch S2 is OFF.

 As soon as the input voltage exceeds the preset reference voltage of the level detector (1), switch S1 is switched OFF and switch S2 is

switched ON and the charging of capacitor C of the timing circuit starts from a voltage proportional to the current. Switches S1 and S2 are

made of static components.

 When the voltage across the capacitor C of the timing circuit exceeds the reference voltage of the level detector (2) as set by potentiometer

P3, a signal is given to the output device through an amplifier. Finally, the output device issues the trip signal. Here the plug setting

multiplier is given by the transformer secondary tap and potentiometer P1 and the time multiplier setting is determined by potentiometers P2

and P3.

Block diagram of the inverse-

time overcurrent relay



Static Directional Overcurrent Relay

The directional overcurrent relay incorporates a directional unit which responds to power flow in a specified direction.

The directional relay senses the direction of power flow by means of a phase difference (ϕ) between voltage (V) and

current (I). When ϕ exceeds a certain predetermined value and the current is above the pick-up value, the directional

overcurrent relay operates. The directional relay is a double actuating quantity relay with one input as current I from CT

and the other input as voltage V from VT

In case of electromagnetic directional overcurrent relays, discrimination is affected when voltage drops down to very low

values under fault conditions. In static directional relays, this problem is less serious because the static comparators used

in these relays are inherently very sensitive and they can give reliable performance up to 1% of system voltage which is

well within the minimum fault voltage



Static directional overcurrent relay

 Figure shows the simplified block diagram of the directional overcurrent relay. The inputs V and I are applied to phase

comparator.

 A phase shifter is added in voltage input circuit before applying it to the phase comparator to achieve the maximum output

of the phase comparator under fault conditions.

 The output of the phase comparator is given to the level detector and then to the output device through an amplifier. If the

output of the phase comparator exceeds the preset reference voltage of the level detector,

 the output device issues the trip signal. There are two main types of phase comparators used for the purpose. One of these is

the Hall effect types comparator which has been used in USSR, whereas all other countries have preferred the rectifier

bridge type of comparator due to its lower cost and the higher outputs obtainable as compared to the Hall elements

Block diagram of static directional 

overcurrent relay
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NUMERICAL OVERCURRENT RELAYS

 Numerical overcurrent relays are the latest development in the area of protection. These relays have been developed

because of tremendous advancement in VLSI and computer hardware technology.

 A numerical overcurrent relay acquires sequential samples of the current signal (i.e., proportional voltage signal) in

numeric (digital) data form through the data acquisition system (DAS) and processes the data numerically using a

numerical filtering algorithm to extract the fundamental frequency component of the current and make trip decisions.

 Depending on the processor and processing tool used for processing of the current signal, numerical overcurrent relays

are of the following types

 (i) Microprocessor-based overcurrent relays

 (ii) Microcontroller-based overcurrent relays

 (iii) Digital Signal Processor (DSP)-based overcurrent relays

 (iv) Field Programmable Gate Arrays (FPGA)-based overcurrent relays.

 (v) Artifi cial Neural Network (ANN) based numerical relays.



67

BLOCK DIAGRAM OF A TYPICAL NUMERICAL RELAY
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Microprocessor-Based Numerical Protective Relays

 As the microprocessor accepts signals in voltage form, the current signal derived from the current transformer is converted into a

proportional voltage signal using a current to voltage converter. The ac voltage proportional to the load current is converted into dc

using a precision rectifier. Thus, the microprocessor accepts dc voltage proportional to load current

 The output of the rectifier is fed to the multiplexer. The microcomputer sends a command to switch on the desired channel of the

multiplexer to obtain the rectified voltage proportional to the current in a particular circuit

The output of the multiplexer is fed to the A/D 

converter to obtain the signal in digital form.

The microcomputer sends a signal to the ADC for 

starting the conversion. As soon as the conversion is 

over, the microcomputer reads the current signal in 

digital form and then compares it with the pick-up 

value.
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Microprocessor-Based Numerical overcurrent Relays
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Microprocessor-Based Numerical Protective Relays

 In the case of a definite time overcurrent relay, the microcomputer sends the tripping signal to

the circuit breaker after a predetermined time delay if the fault current exceeds the pick-up

value

 In case of instantaneous overcurrent relay there is no intentional time delay.

 In order to obtain inverse-time characteristics, the operating times for different vales of

currents are noted for a particular characteristic.

 These values are stored in the memory in tabular form. The microcomputer first determines

the magnitude of the fault current and then selects the corresponding time of operation from

the look-up table.

Program Flowchart 

for overcurrent relay



Distance Protection

A distance relay, as its name implies, has the ability to detect a fault within a pre-set distance along a

transmission line or power cable from its location.

A distance relay is set operate up to a particular value of impedance, for a impedance greater than this set

value the relay should not operate. This impedance or the corresponding distance is known as the reach of the relay

Every power line has a resistance and reactive per kilometer related to its design and construction so its total

impedance will be a function of its length or distance. A distance relay therefore looks at current and voltage and

compares these two quantities on the basis of Ohm’s law

Basic principle of operation



Application of Distance Protection Relay

Distance protection relay is widely spread employed for the protection of high-voltage AC transmission line 

and distribution lines.

They have replaced the overcurrent protection because of the following reasons.

 It provides faster protection as compared to overcurrent relay.

 It has a permanent setting without the need for readjustments.

 Direct protection relay has less effect of an amount of generation and fault levels.

 Their fault current magnitude permits the high line loading.



Distance Protection

Distance relay group is perhaps the most interesting and versatile family of relays. 

Principle types of distance relays are

• Impedance relay

•Reactance relay

•Admittance or mho relay

Impedance Relay

An impedance relay measures the impedance of the line at the relay location. When a fault occurs in the

protected line section the measured impedance ZF is the impedance of the line section between the relay location and the

point of fault. It is proportional to the length of the line and hence to the distance along the line as shown below.

Reach: A distance relay operates when

the impedance (or a component of the impedance)

as seen by the relay is less than a preset value. This

preset impedance (or a component of the

impedance) or corresponding distance is called the

reach of the relay. In other words, Reach is the

maximum length of the line up to which the relay

can protect.



The impedance relay is a double actuating quantity relay

There is one voltage element from potential transformer and a current

element fed from current transformer of the system.

The deflecting torque is produced by secondary current of CT and

restoring torque is produced by voltage of potential transformer

A simple example of measuring impedance of the line up to the point of fault is shown in Fig

The relay is connected at point R and the two coils of the relay operating and

restraining coils receive current and voltage proportional to the fault current

IF and the faulted loop voltage VF. When the measured ZF= VF / IF is below a

particular/set value of ZL the relay operates, whereas above this value of ZL

the relay restrains; it is possible to select a setting comparable to the length

of the line to be protected.

Simple impedance relay balanced beam type connections. 

There are two types of torques



The concept can best be appreciated by looking at the pioneer-type balanced beam

 The voltage is fed onto one coil to provide restraining torque, whilst the current is fed to the other coil to provide the

operating torque.

 Under healthy conditions, the voltage will be high (i.e. at full-rated level), whilst the current will be low (at normal load

value), thereby balancing the beam and restraining it so that the contacts remain open.

 Under fault conditions, the voltage collapses and the current increase dramatically, causing the beam to unbalance and

close the contacts

Balanced beam principle

By changing the ampere-turns relationship of the current coil to the voltage coil, the ohmic reach of the relay can be 

adjusted.

The Current Produces a positive torque,(operating Torque) 

and 

Voltage produces a negative torque(restraining Torque)



As from Universal Relay Torque Equation,

T = K1I
2+K2V

2+K3VICos(Ɵ-Ƭ)+K4

Where K1 = Constant K2 = Constant K3 = Constant K4 = Spring Torque

V = Voltage fed to the Relay

I = Current fed to the Relay

T = is the angle of maximum Torque

Putting K4 = 0 and introducing negative sign to the Voltage term, the Torque equation for Impedance Relay is obtained.

T = K1I
2– K2V

2

Therefore from Torque Equation of Impedance Relay, it is clear that operating torque in Impedance Relay is

produced by the current whereas restraining torque by voltage. Therefore, Impedance Relay is Voltage Restrained

over-current Relay.

For Relay to operate the Operating Torque must be greater than the Restraining Torque, which means

https://2.bp.blogspot.com/-tPPZ0DVfn0s/Vw8k_rOqc2I/AAAAAAAAAdo/wiJ1rCM9dVscQCz2yg9W_ZsuBz_rkHw-ACK4B/s1600/Torque+for+Impedance+Relay.jpg


Operating Characteristic of an Impedance Relay:

Neglecting the effect of the spring used, which is very small, the torque equation can be written as

To realize the characteristics of an impedance relay, current is compared with voltage at the relay location.

The current produces a positive torque K1l
2(operating torque) and the voltage produces a negative torque

K2 V2(restraining torque).

The equation for the operating torque of an electromagnetic relay can be written as

T = K1l
2 – K2 V2 – K3

where K1, K2 and K3 are constants, K3 being the torque due to the control-spring effect/mechanical restraining torque

T = K1l
2 – K2 V2

for the operation of the relay, the following condition should be satisfied.

or or Where K is constant or 



Operating Characteristic of an Impedance Relay:

For static and microprocessor-based relays, I is compared with V. For the operation of the relay, the following 

condition should be satisfied.

The above expression explains that the relay is on the verge of operation when the ratio of V to 1, i.e. the

measured value of line impedance is equal to a given constant. The relay operates if the measured impedance

Z is less than the given constant



Characteristics R/X diagram

If the relay’s operating boundary is plotted, on an R/X diagram, its impedance characteristic is a circle with its

center at the origin of the coordinates and its radius will be the setting (reach) in ohms

The relay will operate for all values less than its setting i.e. is for all points within the circle.

This is known as a plain impedance relay and it will be noted that it is non-directional, in that it can operate for faults

behind the relaying point. It takes no account of the phase angle between voltage and current.

The impedance of the Transmission line is 

represented by the radius of the circle. The phase 

angle between the X and R axis represents the 

position of the vector. If the Measured impedance Zf

of the line is less than the radius of the circle Z, then 

it shows the positive torque region. If the impedance 

Zf is greater than the radius of the circle Z, then it 

represents the negative torque region

https://circuitglobe.com/wp-content/uploads/2016/07/operating-characteristic-of-an-impedance-relay-on-an-R-X-Diagram-compressor.jpg


Impedance Relay Characteristic (Plain Impedance Characteristic)

Figure shows the operating characteristic of an impedance relay in terms of voltage and current. In case of an

electromagnetic relay, the characteristic is slightly bent near the origin due to the effect of the control spring. In case of

microprocessor based or static relay, the characteristic will be a straight line

https://circuitglobe.com/wp-content/uploads/2016/07/operating-characteristic-of-an-impedance-relay-on-an-R-X-Diagram-compressor.jpg


This characteristic takes no account of the phase angle between the current and the voltage applied to it. For this reason its

impedance characteristic when plotted on an R/X diagram is a circle with its centre at the origin of the coordinates and of

radius equal to its setting in ohms.

Operation occurs for all impedance values less than the setting, that is, for all

points within the circle

The relay characteristic, shown in Figure 1, is therefore non-directional, and in this

form would operate for all faults along the vector AL and also for all faults behind the

busbars up to an impedance AM.

A is the relaying point and RAB is the angle by which the fault current lags the relay

voltage for a fault on the line AB and RAC is the equivalent leading angle for a fault

on line AC.

Vector AB represents the impedance in front of the relay between the relaying

point A and the end of line AB. Vector AC represents the impedance of

line AC behind the relaying point.

AL represents the reach of instantaneous Zone 1 protection, set to cover 80% to 85%

of the protected line



Drawbacks of Plan Impedance Relay

The following are the disadvantages of the impedance relay.

It is non-directional. It will see faults both in front of and behind the relaying point, and Therefore requires a directional

element to give it correct discrimination.

• It gives the response on both the side of the CT and PT. Thus, it becomes difficult for the breaker to determine whether the 

fault is external or internal.

• I.e. it is non directional relay as it will operate for negative value of Z. the negative value of Z means that the fault is behind 

the relay location. i.e. in reverse direction

• The relay is easily affected by the arc resistance of the line.

• It is susceptible to power swings and heavy loading of a long line because of the large area covered by the impedance circle.

• It is highly sensitive to oscillations on the power system, due to large area covered by its circular characteristic.

• It is very sensitive to the power swing, the powerful swings generate the faults on the line because of which the impedances 

of the line vary.



Impedance relay with Directional Unit

Directional control is an essential discrimination quality for a distance relay, to make the relay non-responsive to

faults outside the protected line. This can be obtained by the addition of a separate directional control element.

The impedance characteristic of a directional control element is a straight line on the R/X diagram, so 

the combined characteristic of the directional and impedance relays is the semi-circle APLQ shown in Figure 2



In majority of cases the setting of the reach of three main protection zones is made accordance with following criteria: 

Zone 1: This is set to cover between 80 and 85 per cent of the length of the protected line;

Zone 2: This is set to cover all the protected line plus 50 per cent of the shortest next line (immediately following)

Zone 3: This is set to cover all the protected line plus 100 per cent of the second longest line, plus 25 per cent of the

shortest next line.



Overreach: Sometimes a relay may operate even when a fault point is beyond its present reach (i.e. its protected length).

overreach  occurs under presence of DC offset in fault current wave in transient fault

The tendency of a distance relay to operate even when a fault point is beyond its preset reach (i.e., its protected length) is known as over-

reach The important reason for overreach of the distance relay is the presence of dc offset in the fault current wave. Because of presence of 

the dc offset in the fault current, the impedance seen by the relay is smaller than the actual impedance of the line up to the fault 

Underreach: Sometimes a relay may fail to operate even when the fault point is within its reach, but it is at the far end of the 

protected line. This phenomenon is called underreach. 

Effect of presence of arc resistance in fault path which causes distance relay to under reach

Distance relays have under reaching and over-reaching tendencies depending on the fault conditions. When a distance relay fails

to operate even when the fault point is within its reach, but it is at the far end of the protected line; it is called under-reach. The main reason 

for under-reach is the presence of arc resistance in the fault. Due to presence of arc resistance, the impedance seen by the relay is more 

than the actual impedance of the line up to the fault point. Hence are resistance causes underreach of the distance relay. 

 Overreach Errors in relay measurement resulting in wrong operation

 Under reach Errors in relay measurement resulting in failure to operate



Strictly speaking the impedance seen by the relay is not proportional to the distance between the relay and the 

fault in general, because of the following reasons:

1) Presence of resistance at the fault location.

2) Presence of loads and/or generating sources between the relay and the fault location, etc. Many a 

time for selective operation the relay requires the measurement of not only the magnitude but also 

the angle of the impedance of the line up to the fault point. However, the term Principle of Distance 

Relaying is used to designate the whole group consisting of impedance, reactance, mho, modified 

impedance, ohm, offset mho, elliptical characteristic and trapezoidal characteristic relays


